


 

APPLICATIONS 
 
Tracking position reporting 
  road and zone adherence 
  ETA estimates (e.g. couriers) 
  asset tracking 
 
Messaging dispatch communications 
  real-time transaction records 
  e-mail (crew benefit) 
 
Monitoring engine health 
  reefer status 
  theft alarm (motion, door, etc) 
 
GPS  lat/long 
  Time – GMT 
  Velocity 
  heading 

SYSTEM BLOCK DIAGRAM 

PDT - 100
S A T E L L I T E  P A C K E T  D A T A  T E R M I N A L

S P E C I F I C A T I O N S

 
 

E
M

S
 

T
E

C
H

N
O

L
O

G
I

E
S

  
 
 
 
 
 

L-Band 
Satellite 

GPS Satellite 

 

 
 
 
 
 

 

 
 
 
 
 
 

Internet, 
Frame Relay 
Or x.25 

 
 
 
 Data Hub 

Gloucester, ON  
 

 

 Specifications 
Power 
Input Voltage  9Vdc-16Vdc, nom per SAE 
   JI455 
Receive Mode  3W (250mA) 
   48W for 0.5s, 10% duty cycle 
   (4A at 12Vdc) 
 
Interfaces 
Communications RS-232, GSM 07.05 
Mounting  3-point mount 
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Satellite Coverage Area  
 

 

RF   L-band (1.5GHz – 1.7
 
GPS 
Accuracy  + 30m 
Channels  12 
Data Format  NMEA 0183 
 
Physical Characteristics 
Weight   3 lbs 
Size   7.8” diameter x 5.8” 
 
Environmental Specifications (partial list) 
Operating Temp. -40ºC to +50ºC 
Storage Temp.  -55ºC to +85ºC 
Other environmental In accordance with 
Specifications 
 
Model Number:  PDT-100 
 
These specifications are subject to change without notice.  Printed i
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